
 
        

 LEED Summary – ThruColor™  

 

 
 

MR 4.1 and 4.2: Recycle Content 
 
The recycled content of the Pionite laminate is as follows: 
 
Pionite    ThruColor    0% Post Consumer Recycle 
                  0% Pre-Consumer Recycle 
 
MR 5.1 and 5.2: Local/Regional Materials Credit 
 
These laminates are produced at: 
 
Pioneer Plastic Corporation 
1 Pionite Road 
Auburn Maine 04210 
 
Extraction location is not available 
 
MR 6: Rapidly Renewable 
 
The rapidly renewable fiber content of the laminate is approximately 1% 
 
 
MR 7: Certified Wood 
 
Pionite ThruColor laminates are available as FSC® certified products (FSC® C015851) upon 
request. 
 
ThruColor:     70% Total wood (70% new wood) 
 
 
EQ 4.1 Low Emitting Materials:  Adhesives & Sealants 
 
Pionite laminates can be fabricated with adhesive systems meeting the SCAQMD Rule #1168 
and fillers meeting BAAQMD Regulation 8, Rule 51.  Contact your adhesive supplier for more 
information. 
 
 
EQ 4.4 Low Emitting Materials: Laminate Adhesives 
 
No Urea-Formaldehyde Resins are used in the production of the ThruColor laminate. 
 
 
EQ 4.5 Low Emitting Materials Furniture and Furnishings 
 
The Pionite ThruColor Laminates are GREENGUARD Indoor Air Quality Certified and 
GREENGUARD GOLD Certified. 


